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SECTION LETTER

GENERAL NOTES:

1. THE LOCATION OF UTILITES AND OTHER OBSTRUCTIONS SHOWN ON THESE PLANS HAVE BEEN MADE BY ACTUAL FIELD MEASUREMENTS, SUPPLEMENTED BY RECORD
INFORMATION. THE CONTRACTOR SHALL VERIFY ALL SUCH INFORMATION TO HIS OWN SATISFACTION AND SHALL NOTIFY THE FIELD CONTRACTING OFFICER TO BEGINNING OF WORK
IF ANY DISCREPANCIES ARE FOUND.

2. THE CONTRACTOR SHALL OBTAIN THE CONTRACTING OFFICER'S APPROVAL PRIOR TO DEMOLITION OF ANY FENCING.

3. THE CONTRACTOR SHALL ADHERE TO ALL SAFETY CODES, REGULATIONS, SECURITY AND SPECIFICATIONS FOR THE DURATION OF THIS CONTRACT.

4. THE CONTRACTOR SHALL COMPLETE ALL WORK SHOWN ON THE PLANS AND IN THE SPECIFICATIONS UNLESS INDICATED AS NOT IN CONTRACT (NIC).

GENERAL

1. ALL GRADING SHALL CONFORM TO THE 2007 CALIFORNIA BUILDING CODE.

2. ALL PROPERTY CORNERS SHALL BE CLEARLY DELINEATED IN THE FIELD PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION/GRADING.

3. SITE GRADING SHALL BE DONE UNDER THE SUPERVISION OF A SOILS ENGINEER IN CONFORMANCE WITH RECOMMENDATIONS OF THE GEOTECHNICAL STUDY BY FUGRO WEST, INC.
DATED OCTOBER 2008. TWO SETS OF THE FINAL COMPACTION REPORT SHALL BE SUBMITTED TO THE BUILDING AND SAFETY DEPARTMENT AND SHALL INCLUDE CERTIFICATION
THAT GRADING HAS ~ BEEN COMPLETED IN CONFORMANCE WITH THE RECOMMENDATIONS OF THE SITE INVESTIGATION REPORT.

4. THE CONTRACTOR SHALL NOTIFY THE CONTRACING OFFICER AT LEAST 24 HOURS IN ADVANCE TO REQUEST FINISH LOT GRADE AND DRAINAGE INSPECTION.

5. THE CONTRACTOR SHALL NOTIFY THE CLIENT TWO DAYS BEFORE DIGGING AT 1-650-604—6659.

CUT / FILL

6. MAXIMUM CUT AND SLOPE = 2:1. NO FILL SHALL BE PLACED ON EXISTING GROUND UNTIL THE GROUND HAS BEEN CLEARED OF WEEDS, DEBRIS, TOPSOIL AND OTHER
DELETERIOUS MATERIAL. FILLS SHOULD BE PLACED IN THIN LIFTS (8-INCH MAX OR AS RECOMMENDED IN SOILS REPORT). COMPACTED AND TESTED AS GRADING PROCESS
UNTIL FINAL GRADES ARE ATTAINED.

7. NO ROCK OR SIMILAR IRREDUCIBLE MATERIAL WITH A MAXIMUM DIMENSION GREATER THAN 12 INCHES SHALL BE BURIED OR PLACED IN FILLS CLOSER THAN 10 FEET TO THE
FINISHED GRADE.

8. A FINAL COMPACTION REPORT SHALL BE SUBMITTED FOR ALL FILLS OVER 1" DEEP.

DRAINAGE AND EROSION / DUST CONTROL

DETAIL NUMBER

WHERE SHOWN

A

WHERE SHOWN
A
\co01/

9. NO OBSTRUCTION OF NATURAL WATER COURSES SHALL BE PERMITTED.

10. DURING ROUGH GRADING OPERATIONS AND PRIOR TO CONSTRUCTION OF PERMANENT DRAINAGE STRUCTURES, TEMPORARY DRAINAGE CONTROL (BEST MANAGEMENT PRACTICES,
BMPS) SHALL BE PROVIDED TO PREVENT PONDING WATER AND DAMAGE TO ADJACENT PROPERTIES.

11. DUST SHALL BE CONTROLLED BY WATERING OR OTHER APPROVED METHODS.

12. ALL EXISTING DRAINAGE COURSES ON THE PROJECT SITE MUST CONTINUE TO FUNCTION. PROTECTIVE MEASURES AND TEMPORARY DRAINAGE PROVISIONS MUST BE USED TO
PROTECT ADJOINING PROPERTIES DURING GRADING OPERATIONS.

13. FINISH GRADE SHALL BE SLOPED AWAY FROM ALL EXTERIOR WALLS AT NOT LESS THAN %" PER FOOT FOR A MINIMUM OF 3'.

COMPLETION OF WORK

14. A REGISTERED CIVIL ENGINEER SHALL SUBMIT TO THE CONTRACTING OFFICER WRITTEN CERTIFICATION OF COMPLETION OF GRADING IN ACCORDANCE WITH THE APPROVED
GRADING PLAN PRIOR TO REQUESTING INSPECTION AND ISSUANCE OF THE BUILDING PERMIT. CERTIFICATION SHALL INCLUDE LINE, GRADE, SURFACE DRAINAGE, ELEVATION, AND
LOCATION OF PERMITTED GRADING ON THE LOT.

NPDES : WHEN ONE ACRE OR MORE IS BEING DISTURBED:

1. CONSTRUCTION SITE BEST MANAGEMENT PRACTICES (BMPS) FOR THE MANAGEMENT OF STORM WATER AND NON—STORMWATER DISCHARGES SHALL BE IMPLEMENTED ON THE JOB
SITE THROUGHOUT THE TIME OF CONSTRUCTION. THE IMPLEMENTATION AND MAINTENANCE OF SITE BMPS IS REQUIRED TO MINIMIZE JOB SITE EROSION AND SEDIMENTATION.
CERTAIN BMPS MAY BE REQUIRED TO REMAIN IN PLACE THROUGHOUT THE YEAR TO MINIMIZE EROSION AND SEDIMENTATION.

. EROSION CONTROL BMPS SHALL BE IMPLEMENTED AND MAINTAINED TO MINIMIZE THE ENTRAINMENT OF SOIL IN RUNOFF FROM DISTURBED SOIL AREAS ON CONSTRUCTION SITES.

. SEDIMENT CONTROL BMPS SHALL BE IMPLEMENTED AND MAINTAINED TO MINIMIZE THE TRANSPORT OF SOIL FROM THE CONSTRUCTION SITE.

. GRADING SHALL BE PHASED TO LIMIT THE AMOUNT OF DISTURBED AREAS EXPOSED TO THE EXTENT FEASIBLE.

AREAS THAT ARE CLEARED AND GRADED SHALL BE LIMITED TO ONLY THE PORTION OF THE SITE THAT IS NECESSARY FOR CONSTRUCTION. THE CONSTRUCTION SITE SHALL BE

MANAGED TO MINIMIZE THE EXPOSURE TIME OF DISTURBED SOIL AREAS THROUGH PHASING AND SCHEDULING OF GRADING AND THE USE OF TEMPORARY AND PERMANENT SOIL

STABILIZATION.

. ONCE DISTURBED, SLOPES (TEMPORARY OR PERMANENT) SHALL BE STABILIZED IF THEY WILL NOT BE WORKED WITHIN 21 DAYS. DURING THE STORM SEASON, ALL SLOPES SHALL
BE STABILIZED PRIOR TO A PREDICTED STORM EVENT. CONSTRUCTION SITES SHALL BE REVEGETATED AS EARLY AS FEASIBLE AFTER SOIL DISTURBANCE.

7. STOCKPILES OF SOIL SHALL BE PROPERLY CONTAINED TO ELIMINATE OR REDUCE SEDIMENT TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITIES OR ADJACENT

PROPERTIES VIA RUNOFF, VEHICLE TRACKING, OR WIND.

8. THE CONSTRUCTION SITE SHALL BE MAINTAINED IN SUCH A CONDITION THAT A STORM DOES NOT CARRY WASTES OR POLLUTANTS OFF THE SITE. DISCHARGES OTHER THAN
STORMWATER (NON-STORMWATER DISCHARGES) ARE PROHIBITED, EXCEPT AS AUTHORIZED BY AN INDIVIDUAL NPDES PERMIT, THE STATEWIDE GENERAL PERMIT— CONSTRUCTION
ACTIVITY. POTENTIAL POLLUTANTS INCLUDE BUT ARE NOT LIMITED TO: SOLID OR LIQUID CHEMICAL SPILLS; WASTES FROM PAINTS, STAINS, SEALANTS, SOLVENTS, DETERGENTS,
GLUES, LIME, PESTICIDES, HERBICIDES, FERTILIZERS, WOOD PRESERVATIVES, AND ASBESTOS FIBERS, PAINT FLAKES OR STUCCO FRAGMENTS; FUELS, OILS LUBRICANTS, AND
HYDRAULIC, RADIATOR OR BATTERY FLUIDS; CONCRETE AND RELATED CUTTING OR CURING RESIDUES; FLOATABLE WASTES; WASTES FROM ENGINE/EQUIPMENT STEAM CLEANING
OR CHEMICAL DEGREASING; WASTES FROM STREET CLEANING; AND SUPER-CHLORINATED POTABLE WATER FROM LINE FLUSHING AND TESTING. DURING CONSTRUCTION, DISPOSAL
OF SUCH MATERIALS SHOULD OCCUR IN A SPECIFIED AND CONTROLLED TEMPORARY AREA ON-SITE PHYSICALLY SEPARATED FROM POTENTIAL STORMWATER RUNOFF, WITH
ULTIMATE DISPOSAL IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REQUIREMENTS.

9. RUNOFF FROM EQUIPMENT AND VEHICLE WASHING SHALL BE CONTAINED AT CONSTRUCTION SITE AND MUST NOT BE DISCHARGED TO RECEIVING WATERS OR THE LOCAL STORM
DRAIN SYSTEM.

10. APPROPRIATE BMPS FOR CONSTRUCTION-RELATED MATERIALS, WASTES, SPILLS OR RESIDUES SHALL BE IMPLEMENTED TO ELIMINATE OR REDUCE TRANSPORT FROM THE SITE TO
STREETS, DRAINAGE FACILITIES, OR ADJOINING PROPERTIES BY WIND OR RUNOFF.

11. ALL CONSTRUCTION CONTRACTORS AND SUBCONTRACTOR PERSONNEL ARE TO BE MADE AWARE OF THE REQUIRED BMPS AND GOOD HOUSEKEEPING MEASURES FOR THE
PROJECT SITE AND ANY ASSOCIATED CONSTRUCTION STAGING AREAS.

12. DISCHARGING CONTAMINATED GROUNDWATER PRODUCED BY DEWATERING GROUNDWATER THAT HAS INFILTRATED INTO THE CONSTRUCTION SITE IS PROHIBITED. DISCHARGING OF
CONTAMINATED SOILS VIA SURFACE EROSION IS ALSO PROHIBITED. DISCHARGING NON—CONTAMINATED GROUNDWATER PRODUCED BY DEWATERING ACTIVITIES MAY REQUIRE A
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT FROM THE REGIONAL WATER QUALITY CONTROL BOARD.

13. BMPS SHALL BE MAINTAINED AT ALL TIMES. IN ADDITION, BMPS SHALL BE INSPECTED PRIOR TO PREDICTED STORM EVENTS AND FOLLOWING STORM EVENTS.

14. AT THE END OF EACH DAY OF CONSTRUCTION ACTIVITY, ALL CONSTRUCTION DEBRIS AND WASTE MATERIALS SHALL BE COLLECTED AND PROPERLY DISPOSED OF IN TRASH OR
RECYCLE BINS.
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NOTE

DATE OF AERIAL TOPOGRAPHIC SURVEY WAS SEPTEMBER 2008.

DATE OF FIELD TOPOGRAPHIC SURVEY WAS SEPTEMBER 17, 2008.

ALL DISTANCES AND DIMENSIONS ARE IN FEET AND DECIMALS THEREOF.

NO BOUNDARY INFORMATION DEPICTED ON THIS SURVEY.

SURVEYOR'S STATEMENT

THIS TOPOGRAPHIC SURVEY MAP WAS PREPARED BY ME OR UNDER MY

DIRECTION.

DAVIS THRESH, P.L.S. NO. 6868
LICENSE EXPIRES 9—-30-2010
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@REMOVE EXISTING CONCRETE CURB & GUTTER
@REMOVE EXISTING PARKING STALL STRIPING
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LANDSCAPE DRAWING FOR LOCATION.
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EROSION CONTROL NOTES:

1. CONTRACTOR SHALL USE PROTECTIVE MEASURES FOR EXISTING SLOPE,
DOWN DRAINS AND TERRACE DRAINS IN ORDER TO AVOID SEDIMENT LADEN
RUN—OFF FROM ENTERING STORM DRAIN SYSTEM.

2. SILT FENCES ARE SHOWN ALONG PERIMETER OF THE PROJECT SITE AND

MAY BE MOVED AS REQUIRED TO ALLOW CONSTRUCTION ACTMITIES BUT

SHOULD ALWAYS BE PLACED ALONG OR WITHIN THE CONSTRUCTION AREA

FOR EFFECTIVE EROSION CONTROL.

A STANDBY CREW FOR EMERGENCY WORK SHALL BE AVAILABLE AT ALL

TIMES DURING THE RAINY SEASON. NECESSARY MATERIAL SHALL BE

AVAILABLE ON SITE AND STOCKPILED AT CONVENIENT LOCATIONS TO

FACILITATE RAPID CONSTRUCTION OF TEMPORARY DEVICES OR TO REPAIR

ANY DAMAGED EROSION CONTROL MEASURES WHEN RAIN IS IMMINENT.

ALL REMOVABLE PROTECTIVE DEVICES SHOWN SHALL BE IN PLACE AT THE

END OF EACH WORKING DAY, WHEN THE FIVE-DAY RAIN PROBABILITY

FORECAST EXCEEDS 40 PERCENT.

AFTER A RAIN STORM ALL SILT AND DEBRIS SHALL BE REMOVED FROM

CHECK DAMS. ANY GRADED SLOPE SURFACE PROTECTION MEASURES

DAMAGED DURING A RAINSTORM SHALL ALSO BE IMMEDIATELY REPAIRED.

THE FACES OF CUT AND FILL SLOPES SHALL BE PREPARED AND

MAINTAINED TO CONTROL AGAINST EROSION.

. FILL SLOPES AT THE TRACT PERIMETER MUST DRAIN AWAY FROM THE TOP

OF THE SLOPE AT THE CONCLUSION OF EACH WORKING DAY.

GENERAL NOTES:

. SEE DRAWING C001 FOR CIVIL ABBREVIATIONS AND LEGEND.

2. CONTRACTOR IS RESPONSIBLE FOR PROVIDING A COPY OF THE CALIFORNIA
STORM WATER BEST MANAGEMENT PRACTICE (BMP) HANDBOOK FOR
CONSTRUCTION ACTMITY (JAN. 2003), SECTION 3 — EROSION AND
SEDIMENT CONTROL BMP'S FOR USE WITH THIS PLAN.

CONSTRUCTION OF TEMPORARY FENCE & GATE SHALL PROVIDE THE

SECURITY & CONTROLLED ACCESS TO THE SITE. CONSTRUCTION OF FINAL
FENCE & GATE SHALL BE PHASED AS NECESSARY.

o

>

o

-3

“

STORMWATER POLLUTION PREVENTION

STORMWATER POLLUTION PREVENTION DEVICES AND PRACTICES SHALL BE
INSTALLED AND/OR INSTITUTED AS NECESSARY TO ENSURE COMPLIANCE TO
CALIFORNIA WATER QUALITY STANDARDS. ALL SUCH DEVICES AND PRACTICES
SHALL BE MAINTAINED, INSPECTED AND/OR MONITORED TO ENSURE ADEQUACY
AND PROPER FUNCTION THROUGHOUT THE DURATION OF THE CONSTRUCTION

COMPLIANCE TO THE WATER QUALITY STANDARDS AND ANY EROSION CONTROL
PLAN ASSOCIATED WITH THIS PROJECT INCLUDES, BUT IS NOT LIMITED TO THE
FOLLOWING REQUIREMENTS:

1. SEDIMENTS AND OTHER POLLUTANTS SHALL BE RETAINED ON SITE UNTIL
PROPERLY DISPOSED OF, AND MAY NOT BE TRANSPORTED FROM THE SITE
VIA SHEET FLOW, SWALES, AREA DRAINS, NATURAL DRAINAGE COURSES OR
WIND.

2. STOCKPILES OF EARTH AND OTHER CONSTRUCTION-RELATED MATERIALS
SHALL BE PROTECTED FROM BEING TRANSPORTED FROM THE SITE BY THE
FORCES OF WIND AND WATER FLOW.

3. FUELS, OILS, SOLVENTS, AND OTHER TOXIC MATERIALS SHALL BE STORED
IN ACCORDANCE WITH THEIR LISTING AND ARE NOT TO CONTAMINATE THE
SOIL AND SURFACE WATERS. ALL APPROVED STORAGE CONTAINERS ARE TO
BE PROTECTED FROM THE WEATHER. SPILLS MUST BE CLEANED UP
IMMEDIATELY AND DISPOSED OF IN A PROPER MANNER. SPILLS MAY NOT
BE WASHED INTO THE DRAINAGE SYSTEM, NOR BE ALLOWED TO SETILE OR
INFILTRATE INTO SOIL.

%,| 4. EXCESS OR WASTE CONCRETE MAY NOT BE WASHED INTO THE PUBLIC WAY
9 OR ANY OTHER DRAINAGE SYSTEM. PROVISIONS SHALL BE MADE TO RETAIN
CONCRETE WASTES ON SITE UNTIL THEY CAN BE DISPOSED OF AS SOLID

WASTES.

5. TRASH AND CONSTRUCTION SOLID WASTES SHALL BE DEPOSITED INTO A
COVERED RECEPTACLE TO PREVENT CONTAMINATION OF RAINWATER AND
DISPERSAL BY WIND.

6. SEDIMENTS AND OTHER MATERIALS MAY NOT BE TRACKED FROM THE SITE
BY VEHICULAR TRAFFIC. THE CONSTRUCTION ENTRANCE ROADWAYS MUST BE
STABILIZED SO AS TO INHIBIT SEDIMENTS FROM BEING DEPOSITED INTO THE
PUBLIC WAY. ACCIDENTAL DEPOSITS SHALL BE SWEPT UP IMMEDIATELY AND
MAY NOT BE WASHED DOWN BY RAIN OR OTHER MEANS.

7. ANY SLOPES WITH DISTURBED SOILS OR REMOVED VEGETATION SHALL BE
STABILIZED TO INHIBIT EROSION BY WIND AND WATER.

8. STORMWATER POLLUTION PREVENTION DEVICES AND/OR PRACTICES SHALL
BE MODIFIED AS NEEDED AS THE PROJECT PROGRESSES TO ENSURE
EFFECTIVENESS.
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BUSHNELL RD

KEY NOTES:

WATER LINE

@ FIRE HYDRANT PER CITY ** FILE NO. D-7

@ 8"x 6” TAPPING SLEEVE AND GATE VALVE (HOT TAP).
@ GATE VALE PER CITY ** FILE NO. D-8

@ POST INDICATOR VALVE. SEE DETAIL

@ FIRE DEPARTMENT CONNECTION. SEE DETAIL

@ DOULBE CHECK BACKFLOW DETECTOR ASSEMBLY PER
CITY ** FILE NO. D-5A

SEWER LINE
@ SEWER LINE CLEANOUT PER CITY ** FILE NO. C-6A
@ SEWER MANHOLE PER CITY ** FILE NO. C-1

@ FIELD VERIFY EXISTING INVERT AND CONNECT NEW
LINE AT THE SAME INVERT AND LOCATION
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6" FIRE PROTECTION LINE . d A CONSTRUCTION MANAGER:
GAS LINE FIRM NAME
FINISH FLOOR ELEV 27.00 ‘ ADDRESS
<z (21) BUTTERFLY VALVE. ADDRESS

@ JACKED STEEL CASING UNDER ACCESS ROAD
@ NASA SHALL ROUTE GAS LINE TO CONNECTION POQINT.

2" GAS LINE FINISH FLOOR ELEV 27.00
SEE P212

**  PER CITY OF MOUNTAIN VIEW DEPARTMENT OF
PUBLIC WORKS STANDARD DETAIL

3" WATER LINE ARCHITECT/ENGINEER STAWP
SEE P212

—o

NOTES:

1. SEE DRAWING C0O01 FOR CIVIL ABBREVIATIONS AND

——4B)—————

LEGEND.
BURIED GEOTHERMAL PIPEWORK . 2. ALL WATER LINES SHALL HAVE A MINIMUM COVER OF 36
FOR CONTINUATION SEE M140 ) . / INCHES.
\‘ . : /
= ’ 3. PROVIDE THRUST BLOCK AT ALL WATER PIPE BENDS AND

TEES. USE CITY ** FILE NO. D-13 & D-14

L=

4. ALL GAS LINES SHALL HAVE A MINIMUM COVER OF 24"
5. SEE DETAIL 2 ON €902 FOR TYPICAL PIPE TRENCHING.
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